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Havendoti io descritto. Studioso Letto
'anno passato uno libretto da
scrivere littera Cancellaresca
quale, a mio iudicio, tiene il pri
loco, mi parea integramente n
verti satisfatto, se ancho non
mostrava il modo di acconciar
penna, cosa in tal exercitio mae
necessaria. E pero in questo n
secondo librecino nel quale a
ra a satisfatione de molti, ho
alcune varie sorti de littere
tu vederai) ti ho voluto descrive
piu breve et chiaro modo che 1o
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semibod 1923 S1 COMeE a chi vol saper
sonare e bisogno per molte cose,
che ponno intervenire sapere
anchora accordare lo istrumento,
cosi a chi dee saper scrivere, &
necessario per molti rispetti saper
temperare le penne. E pero io, che

cusconsaason 0, AJONQUE [
penna si elegera, che sia
rotunda, lucida, e dura, e
che non sia molto grossa,
e communemente di oca

intendo a mio potere in questa

mia operetta insegnare l'arte del
scriuere, non ho voluto lasciare

questa parte adietro.

Light 8/11 E fatto questo prenderai detta penna, e ponerai il
vomero di essa con la parte di dentro sopra I'ungia tua del pollice,
e col coltello prendendo da la parte di fuori, e venendo in sguinzo
all'ingiu verso la punta per spatio di meza costa di coltello, o

poco meno, farai la temperatura, la quale, se vorrai che la penna
getti sottile farai acuta, ma se vorrai che getti grosso la farai piu
larghetta.

- || COILEIINO per tempera-
re le penne, Questa e la forma
della penna Temperata

condensed Medium 1428 Letto che haverai la
penna, et il temperatoio, prima guarderai
quella parte di essa penna, che suol stare
verso I'animale, la quale ha uno canaletto,
che va, da onde termina il rotondo fino

a la sommita di lei, e da questa parte
farai uno taglio circa uno dito o poco

piu sopra il principio di essa, cioé sopra
quella parte, che sta fitta nell’ala, e per
esso potrai trar la midolla de la penna,
cosa che si fa agevolmente con la cima,
che si taglia uia dala penna. E dico che’l
taglio sia da la parte del canaletto, percio
che communemente le penne non sonno
dritte, ma pendeno verso detta parte,
benché alcune pendono anchora verso

la parte dextra, e pero in questo bisogna
haver cura, che la curvita de la penna

wi. S1 COME A Chi

vol saper sonare e
bisogno per molte
cose, che ponno
intervenire sapere
anchora accordare

lo istrumento, cosi a
chi dee saper scrivere,
e necessario per molti
rispetti saper



Book 1520 Having thus tryed one side
of the Quarter straight and flat, ap-
ply the inside of the Handle to it, and
if one of the adjoining sides of the
Quarter, comply also with the inside
of the Tongue all the way, you need
only smooth that adjoining side: But
if it do not so comply, that is, if it be
not square to the first side which
you will know by the riding of the
inside of the Tongue upon one of the
Edges; or some other part between
the Edges, you must, with the Fore-
plane Rank-set, plain away that Stuff
which bears off the inside of the
Tongue from complying all the way
with it. But if the Risings be great,
you may, for quickness, hew away
the Risings with the Hatchet: but
then you must have a care you let
not the edge of your Hatchet cut too
deep into the Stuffs lest you either
spoil your Stuff, by making it unfize-
able, if it be already small enough; or
if it have substance enough, make
your self more labour to get out
those Hatchet-stroaks

e TO WOFK

the third side,
set the Oval of
the Gage exact-
ly to that width
from the Gage,
that you intend
stand too far
from the Tooth

ExtraCondesed Medium 11/13.3  If the Oval stand too near, knock the other end of
the Staff Upon the Work-bench till it be fit. Then apply the flat of the Oval to the second
wrought fide of your Stuffs so as the Tooth may reach athwart the breadth of the stuff
upon the first slide, and keeping the Oval close against the second side, press the
Tooth so hard down, that by drawing the Gage in this posture all along the length of the
Quarter, the Tooth may strike a Line. In like manner upon the side opposite to the first,
viz. the fourth side, Gage another line opposite to the first gaged Line, and work your
Stuff down to those two gated Lines on the third side, either with Plaining along, or
with Hewing, and afterwards Plaining, as you were.taught to work the second side.

seokitalic 18224 1HE Manner of Plaining and
Trying a piece of Stuff-square.

seie I IS USUAL and also very convenient, for any
person before he begins to Erect a Building, to
have Designs or Draughts drawn upon Paper or
Vellum, and also if it be a large Building, to have
a Model of it made in Wainscot, in which Designs
and Model, the Ground Plat or ichnography



Regular 8/12 the Windows, Doors, and Ornaments, if they intend
any, to wit, Facias, Rustick Quines, Architraves, Friezes and Cornices,
are to be shewn in the Draughts or Designs of the Uprights or Or-
thography es. If more Fronts than one be shewn Perspectively in one
Draught, then is called Scenography , which is not easily understood,
except by those who understand the Rules of Perspective. Therefore
it will be more Intelligible to the several Workmen, to have a Draught
of each Front in a Paper by it self, and also to have a Draught of the
Ground-Plat or Ichnography of every story, in a Paper by it felf ; be-
cause many times the Conveniences, or Contrivances in one Story,
differs from those in another, either in bigness of Chimneys, or
division of the Rooms, some being larger in one Story than another,
and some sometimes having more Chimnies in one Story than in
another, &c.

Extended Extrabold 6/9 Having thus tryed one side of the Quarter
straight and flat, apply the inside of the Handle to it, and if one of the adjoin-
ing sides of the Quarter, comply also with the inside of the Tongue all the way,
you need only smooth that adjoining side: But if it do not so comply, that s, if
it be not square to the first side which you will know by the riding of the inside
of the Tongue upon one of the Edges; or some other part between the Edges,
you must, with the Foreplane Rank-set, plain away that Stuff which bears off
the inside of the Tongue from complying all the way with it. But if the Risings
be great, you may, for quickness, hew away the Risings with the Hatchet: but
then you must have a care you let not the edge of your Hatchet cut too deep
into the Stuffs lest you either spoil your Stuff, by making it unfizeable, if it

be already small enough; or if it have substance enough, make your self more
labour to get out those Hatchet-stroaks with the Plane than you need. Then
take off the roughness the Hatchet made with the Fore-plane Rank-set, then
fine set, and last of all with the Jointer, or Smoothing-plane: So is the second
side also finished. Having thus tryed one side of the Quarter straight and flat,
apply the inside of the Handle to it, and if one of the adjoining sides of the
Quarter, comply also with the inside of the Tongue all the way, you need only.

.. pages 258-349

... Ultra le retroscrit-

te cinque littereadc
g ti fo intendere che

anchora quasi tutte

le altre tre se hanno

we PEI SEZUIre pol l'ordine de 'Alphabeto
impareral di fare questa linea |...| princi-
plandola con lo primo tratto grosso et
plano |...| dala quale ne caveral le littere
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smivo 2125 Oltra di questo, bisogna nela fine del sguin-
2o, cioé ne l'ultima parte dela punta temperata, ta-
gliare un poco di essa punta temperata per dritto, e
senza sguinzo, percio che se la fosse tutta in sguin-
zo sarebbe troppo debile, tal che per aventura fa-
rebbe la lettera bavosa, ma a questo modo facendo
sempre le penne getteranno benissimo. Poi se qual-
ch’uno, che havesse la mano leggiera, volesse che
la tinta tinta piu facilmente scorresse, potra con la
punta del temperatoio fendere la punta del vomero

de la pennain due parti eguali.

ExtraCondesed Light 6/10

with it then work down even almost to the bottom of those Dawks: then try it again, as before, and if you find it try all the way

been shew'd, §. 2. Numb. 2. though it be very fine set, will yet leave some Dawks in the Stuff for the Jointer, o Smoothing-plane, to work out. Thus the firs

But tho' this Quarter be thus plained straight in length and breadth, yet because the Iron of the Fore-plane for its first working the Stuff is set Rank, and therefore makes great Dawks in the Stuff, you must set the Iron of your Fore-plane finer, as you were taught, §. 3. Numb. 2. and
with the Jointer, or Smoothing-plane, but rather with the Jointer, go over it again, to work out the iregularities of the fine Fore plane: For the Iron of the Fore-plane being ground to a Rising in the middle, as has

of the Quarter will be finished, Having thus tryed one side of the Quarter straight and flat, apply the inside of the Handle to t, and if one of the adjoining sides of the Quarter, comply also

with the inside of the Tongue all the way, you need only smooth that adjoining side: But if it do not so comply, thatis,if it be not square to the first side which you will know by the riding of the inside of the Tongue upon one of the Edges; or some other part between the Edges, you must, with the Foreplane Rank-set, plain away that Stuff which bears

off the inside of the Tongue from complying all the way with it. But i the Risings be great, you may, for quickness, hew away the Risings with the Hatchet: but then you must have a care youlet not the edge of your Hatchet cut too deep into the Stuffs lest you either spoil your Stuff, by making it unfizeable, if it be already small enough; o ifit have

substance enough, make your self more labour to get out those Hatchet-stroaks with the Plane than you need. Then take off the roughness the Hatchet made with the Fore-plane Rank-set, then fine set, and last of all with the Jointer, or Smoothing-plane: Sois the second side also finished

Extended Book 12/15 Si come a chi vol saper
sonare e bisogno per molte cose, che
ponno intervenire sapere anchora accor-
dare lo istrumento, cosi a chi dee saper
scrivere, € necessario per molti rispetti
saper temperare le penne. E pero io, che
intendo a mio potere in questa mia op-
eretta insegnare l'arte del scriuere, non
ho voluto lasciare questa parte adietro.
Adongue la penna si elegera, che sia ro-
tunda, lucida, e dura, e che non sia molto
grossa, e communemente di oca sono le
migliori. E similmente si pigliera un col-
tellino di buon acciaio, e ben tagliente, la
cui lama sia dritta, e stretta, e non inca-
vata, come qui ti ho notato, percio che la
panza, la largeza, e la incavatura

Bold 7.5/10 Ho fatto questo, con dui tagli assotiglierai I'un lato e I'altro poco di
sotto dal primo taglio, facendo che la vada in punta a guisa di vomero, overo a guisa di
becco di sparvieri, la quale parte tutta di setto dal primo taglio chiameremo il vomero
de la penna. E bisogna fare che detto vomero sia da I'una parte, e da l'altra equal-
mente tagliato, come nelo exempio vedi, cioé che’l taglio non penda piu da la parte di
dentro, che da quella di fuori. E fatto questo prenderai detta penna, e ponerai il vome-
ro di essa con la parte di dentro sopra l'ungia tua del pollice, e col coltello prendendo
da la parte di fuori, e venendo in sguinzo all'ingili verso la punta per spatio

Regular 9.5/12.5 then try it again, as before, and if

you find it try all the way, you may, with the Jointer, or
Smoothing-plane, but rather with the Jointer, go over it
again, to work out the irregularities of the fine Fore plane:
For the Iron of the Fore-plane being ground to a Rising

in the middle, as has been shew’d, §. 2. Numb. 2. though
it be very fine set, will yet leave some Dawks in the Stuff
for the Jointer, or Smoothing-plane, to work out. Thus

the first side of the Quarter will be finished. Having thus
tryed one side of the Quarter straight and flat, apply the
inside of the Handle to it, and if one of the adjoining sides
of the Quarter, comply also with the inside of the Tongue
all the way, you need only smooth that adjoining side: But
if it do not so comply, that is, if it be not square to the
first side which you will know by the riding of the inside
of the Tongue upon one of the Edges; or some other part
between the Edges, you must, with the Foreplane Rank-
set, plain away that Stuff which bears off the inside of
the Tongue from complying all the way with it. But if the
Risings be great, you may, for quickness, hew away the
Risings with the Hatchet: but then you must have a care
you let not the edge of your Hatchet cut too deep into the
Stuffs lest you either spoil your Stuff, by making it unfize-
able, if it be already small enough; or if it have substance
enough, make your self more labour to get out those
Hatchet-stroaks with the Plane than you need. Then take
off the roughness the Hatchet made with the Fore-plane
Rank-set, then fine set, and last of all with the Jointer,
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Number of glyphs:

596

OpenType Features:

Capitals to Small Caps (c2sc), Glyph Composition/Decomposition (ccmp), Localized Forms (locl),
Case Sensitive Forms (case), Standard Ligatures (liga), Oldstyle Figures (onum), Lining Figures (Inum), Proportional
Figures (pnum), Tabular Figures (tnum), Slashed Zero (zero), Superscript (sups), Numerator (numr),
Denominator (dnom), Fractions (frac), Ordinals (ordn), Stylistic Set 2 (ss02), Stylistic Set 3 (ss03), Stylistic Set 4

(ss04), Stylistic Set 5 (sso5), Stylistic Set 6 (ss06), Stylistic Set 7 (ss07), Stylistic Set 8 (ss08), Stylistic Set g (ss09).



